TOILET D-ODOR vault toilet deodorant is a specially designed deodorizer for use in all types of chemical toilets, including tank type or recirculating toilets, holding tank systems, and portable tank toilets. When used as directed, this highly concentrated blend of powerful odor blockers and perfumes neutralizes objectionable waste odors to keep facilities fresh smelling. Extra power allows up to 7 days or more between pump outs. Contains NO FORMALDEHYDE!

DIRECTIONS:
PORTABLE TOILETS:
For summer use, add 8 to 12 ounces of TOILET D-ODOR per 60 gallons of toilet capacity. During winter or colder periods, use 3 to 6 ounces per 60 gallons of toilet capacity.

MARINE AND RV TOILETS:
Add 16 ounces with sufficient water to cover the bottom of holding tank.

Note: Very warm weather, long time periods between pump-out, or heavy loading may require more treatment to adequately control odors. This product should not be used in septic systems or permanent pit toilets, as it will prevent bacterial digestion of wastes. Treated waste should be disposed of through municipal treatment plants - do not apply to farmland.

NFPA® RATINGS:
Health: 3; Flammability: 2; Reactivity: 0

CONTAINS/CAS#:
Water (7732-18-5); _Alkyl(68%C12, 32%C14) dimethyl ethylbenzyl ammonium chloride (68956-79-6); _Alkyl dimethyl benzyl ammonium chloride (C12-18) (68391-01-5); Linear alcohol Ethoxylate (34398-01-1); Ethanol (64-17-5); Fragrance/Mixture.

For industrial and commercial use only. For additional information, see Safety Data Sheet.

DANGERS:
Combustible liquid. Harmful if swallowed. Causes severe skin burns and eye damage. May cause an allergic skin reaction. Toxic if inhaled. May cause damage to organs.

KEEP OUT OF REACH OF CHILDREN
NET CONTENTS: 1 5 20 35 55 Gallon(s)